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MT12 Microtrencher

W7 Centerline of machine to end of traverse frame 28.3in 718mm

Width, transport 71.1in 1806mm

Length, working, from centerline of rear axle 84in 2.1m

Attachment weight, including mount kit 1592lb 722kg

Microtrenching radius, min, offset to right* 28.8ft 10.7m

Microtrencher tilt adjustment ±6° ±6°

* Minimum sawing radius will depend on surface conditons and hardness of material being cut. Cut will be slightly wider in 
curved sections of the trench.

Operation U.S. Metric

Blade speed, variable 0-225rpm 0-225rpm

Microtrencher motor displacement 29.3in³ 480cc

Vibration Level

Average vibration transmitted to the operator’s hand during normal operation is 5.2m/sec². Average 
vibration transmitted to the operator’s whole body during normal operation does not exceed 
0.32m/sec².

Dimensions US Metric
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MT16 Microtrencher

MT16 Microtrencher                   

Dimensions US Metric

A3 Angle of departure 20° 20°

D1 Trench depth, 1in (25.4mm) increments 0-16in 0-406mm

D4 Blade diameter 43in 1092mm

H Attachment height, transport 81.4in 2068mm

H12 Ground clearance at wheel 11.8in 300mm

L2 Length, transport, from centerline of real axle 94.2in 2393mm

L4 Length, transport, from front of attachment 81.4in 2068mm

T1 Microtrencher offset distance 24in 610mm

T2 Centerline of saw to centerline of machine, min offset 6.3in 160mm

W1 Working width, max 74in 1880mm

W2 Trench width 0.5-1.5in 13-38mm

W3 Spoils chute extension (right sides) 16in 406mm

W4 Centerline of machine to outside left tire, 32x11 solid tires 32.7in 831mm

a52om001w.eps
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MT16 Microtrencher

W7 Centerline of machine to end of traverse frame 27.7in 704mm

Width, transport 71.1in 1806mm

Length, working, from centerline of rear axle 111in 2.8m

Attachment weight, including mount kit 2227lb 1010kg

Microtrenching radius, min, offset to right* 24.5ft 7.5m

Microtrencher tilt adjustment ±6° ±6°

* Minimum sawing radius will depend on surface conditons and hardness of material being cut. Cut will be slightly wider in 
curved sections of the trench.

Operation U.S. Metric

Blade speed, variable 0-139rpm 0-139rpm

Microtrencher motor displacement 47.6in³ 780cc

Vibration Level

Average vibration transmitted to the operator’s hand during normal operation is 5.2m/sec². Average 
vibration transmitted to the operator’s whole body during normal operation does not exceed 
0.32m/sec².

Dimensions US Metric
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RC20 Reel Carrier

RC20 Reel Carrier     

Dimensions US Metric

L5 Distance from backfill blade to outside edge of reel carrier 
with max diameter reel

72.5in 1842mm

N Reel diameter, max 84in 2134mm

Attachment weight 649lb 294kg

Attachment weight with reel winder 799lb 362kg

Capacity 2000lb 907kg

Internal width 54in 1372mm

NN

L5L5
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EU Declaration of Conformity

EU Declaration of Conformity
Countries in the European Union should have received a Declaration of Conformity (DOC) with this 
machine similar to the example below. 

The Charles Machine Works, Inc. 
PO Box 66
1959 West Fir Avenue
Perry, Oklahoma, USA 73077-0066
Phone: 580 572 3784
FAX: 580 572 3525

Declares that the product:

Model:                       Ditch Witch® XXXX
Type:                          (Machine Type)
Engine Power:          xxx kW
Serial Number:   i    DWPXXXXXXXXXXXXXX

Conforms to the requirements of:

2006/42/EC Machinery Directive
2014/30/EU Electromagnetic Compatibility Directive
2000/14/EC Noise Emission Directive
                             Measured sound power level (Annex V): XXXdBA
                             Guaranteed sound power level (Annex V): XXXdBA

The Technical Construction File is maintained at the manufacturer’s location.

The manufacturer’s European representative is:

Ditch Witch Barcelona 
International Underground Systems, S.L.
C/EL PLA, 130 *Poligon Industrial EI Pla
08980 Sant Feliu De Llobregat *Spain
Phone: +34 93 632 7344
FAX: +34 93 632 7343
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Registration

Support
Registration
If your equipment was purchased through a Ditch Witch dealer, it is already registered. If you purchased 
from any other source, please email productsupportwarrantyadmin@ditchwitch.com or fill out the 
registration card located in the back of the parts manual. Registration enables you to receive updates on 
this equipment as well as information on new products of interest. 

Procedure
Notify your dealer immediately of any malfunction or failure of Ditch Witch equipment.

Always give model, serial number, and approximate date of your equipment purchase. This information 
should be recorded and placed on file by the owner at the time of purchase.

Return damaged parts to dealer for inspection and warranty consideration if in warranty time frame.

Order genuine Ditch Witch replacement or repair parts from your authorized Ditch Witch dealer. Use of 
another manufacturer’s parts may void warranty consideration.

Resources

Publications
Contact your Ditch Witch dealer for publications and videos covering safety, operation, maintenance, and 
repair of your equipment.

Ditch Witch Training
For information about on-site individualized training, contact your Ditch Witch dealer.
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Resources

Warranty
Ditch Witch Equipment and Replacement Parts

Limited Warranty Policy

Subject to the limitation and exclusions herein, free replacement parts will be provided at any authorized Ditch Witch dealership 
for any Ditch Witch equipment or parts manufactured by the Ditch Witch factory that fail due to a defect in material or 
workmanship within one (1) year of first commercial use. Free labor will be provided at any authorized Ditch Witch dealership for 
installation of parts under this warranty during the first year following “initial commercial” use of the serial-numbered Ditch 
Witch equipment on which it is installed. The customer is responsible for transporting their equipment to an authorized Ditch 
Witch dealership for all warranty work.

Exclusions from Product Warranty
• All incidental or consequential damages.

• All defects, damages, or injuries caused by misuse (including, but not limited to, rollover), abuse, improper installation, 
alteration, neglect, or uses other than those for which products were intended.

• All defects, damages, or injuries caused by improper training, operation, or servicing of products in a manner inconsistent 
with manufacturer’s recommendations.

• All engines and engine accessories (these are covered by original manufacturer’s warranty).

• Tires, belts, and other parts which may be subject to another manufacturer’s warranty (such warranty will be available to 
purchaser).

• ALL IMPLIED WARRANTIES NOT EXPRESSLY STATED HEREIN, INCLUDING ANY WARRANTY OF FITNESS FOR A PARTICULAR 
PURPOSE AND MERCHANTABILITY.

IF THE PRODUCTS ARE PURCHASED FOR COMMERCIAL PURPOSES, AS DEFINED BY THE UNIFORM COMMERCIAL CODE, THEN 
THERE ARE NO WARRANTIES WHICH EXTEND BEYOND THE FACE HEREOF AND THERE ARE NO IMPLIED WARRANTIES OF ANY 
KIND WHICH EXTEND TO A COMMERCIAL BUYER. ALL OTHER PROVISIONS OF THIS LIMITED WARRANTY APPLY INCLUDING THE 
DUTIES IMPOSED.

Ditch Witch products have been tested to deliver acceptable performance in most conditions. This does not imply they will 
deliver acceptable performance in all conditions. Therefore, to assure suitability, products should be operated under anticipated 
working conditions prior to purchase.

Defects will be determined by an inspection within thirty (30) days of the date of failure of the product or part by Ditch Witch 
Product Support (DWPS) or its authorized dealer. DWPS will provide the location of its inspection facilities or its nearest 
authorized dealer upon inquiry. DWPS reserves the right to supply remanufactured replacements parts under this warranty as it 
deems appropriate.

Extended warranties are available upon request from your local Ditch Witch dealer or the Ditch Witch factory.

Some states do not allow exclusion or limitation of incidental or consequential damages, so above limitation of exclusion may not 
apply. Further, some states do not allow exclusion of or limitation of how long an implied warranty lasts, so the above limitation 
may not apply. This limited warranty gives product owner specific legal rights and the product owner may also have other rights 
which vary from state to state.

For information regarding this limited warranty, contact the DWPS department, P.O. Box 66, Perry, OK 73077-0066, or contact 
your local dealer. 

First version: 1/91; Latest version: 7/19




